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plus

wireless microphone system

Create immersive communication experiences
for all participants in any situation.
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catch

The complete
microphone
solution

- Effective audio capture - Versatile applications —> Showcase your brand
Give everyone a voice and hear Audio is an essential component Both clip and cube mics are

all participants no matter where of modern collaboration. Use fully customizable. Add colors
they are in the room. Present Catchbox Plus to provide voice and logos to your mics using
with confidence using the amplification, record meetings our online design tool and
hands-free clip mic and take or lectures and provide remote transform any space with a
contributions from anywhere participants with real-time shared sense of organizational
with the Cube throwable audio from the classroom or identity.

microphone. office.




Master hybrid e
and more

_

-> Crystal clear audio -> Intuitive installations

Ensure everyone can contribute without inviting Create more manageable spaces at scale.
unwanted noise. Catchbox mics are designed to be Mountable components and dedicated charging
close to the source of sound, meaning remote docks ensure your mics are always ready to go.
participants will only hear the intended speaker. Connect and monitor your installed systems via
Use Clip and Cube mics in tandem to create network API or utilize built-in Dante™ with power
dynamic discussions and encourage active over ethernet (PoE).

listening.
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Plus wireless microphone system

Specs overview

-> general specifications

Max wireless range
Frequency band

Audio frequency response
Signal type

Antenna diversity

Max # of systems in one space

- hub

Weight (without mounting kit)
Dimensions (without mounting kit)
Power supply

Audio output

Audio input

Dante™ audio network

API / Remote monitoring

- clip

Weight

Dimensions (with clip)
Audio frequency response
Microphone connector
Battery type

Battery life

Battery charge time

Dock charger compatible

-> cube

Weight

Dimensions
Microphone element
Battery type

Battery life

Wireless charger compatible

100 m / 330 ft (line of sight)
DECT / DECT 6.0 (1.8-1.9 Ghz)
50-20000 Hz

Digital

Yes

EU: up to 10, US: up to 6

300 g /10.58 oz
184x92x40mm/72x3.6x1.6in
5V 1A USB-C

Mix output - RCA - unbalanced, line level
Mix output - USB-C - digital output

Mic 1- XLR - balanced, mic level

Mic 2 - XLR - balanced, mic level

3.5mm - aux in, line level
USB-C digital input

57g/2.010z

82x60x28 mm/3.2x24x11in
50 to 20000 Hz

USB-C

Li-ion, rechargeable

7h

USB-C: 2h
Dock: 2h

Yes

3709 /13.05 0z

18 x18 x18 cm /7 x7 x 7 inch
Electret condenser, omni-directional
Li-ion, rechargeable

12 h (charging time 3 h, wirelessly 6 h)

Yes (catchbox proprietary protocol)
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Launching spring 2022

Contact us
to learn more

Interested? Contact our sales team via
sales@catchbox.com to set your interest
and learn more about the all-new Catchbox
Plus system.

catchbox.com
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