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 TIPTIP
For the MeetingBar A30 unboxing video, please refer to Video: MeetingBar A30 Unboxing.
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https://support.yealink.com/en/portal/knowledge/show?id=6459d5440a11b818a75426a6&title=MeetingBar%20A30%20Unboxing


Remove Protective ShellRemove Protective Shell

Install MeetingBar A30Install MeetingBar A30

Mount it on a wallMount it on a wall
1. Determine MeetingBar A30 position1. Determine MeetingBar A30 position
The mounting height affects your camera view. The recommended height is 1.1 m above the ground.
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2. Install mounting bracket2. Install mounting bracket
Step 4: Expansion Screws: φ6 * 30 mm. Hole depth: 6 mm, Hole diameter: 30 mm.
Step 5: Screws: 4*30 FAHOZN3+ (+)

 NOTENOTE
Embedded installation is prohibited (For example: inside the wall, enclosed space).
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3. Mount it to bracket3. Mount it to bracket
Screws: 1/4’’ -20 UNC

Mount it on TV stand cart platformMount it on TV stand cart platform

Put it on a deskPut it on a desk
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Adjust Camera TiltAdjust Camera Tilt

Connect/Pair MeetingBar A30Connect/Pair MeetingBar A30
For a better pairing experience, we recommend starting the MeetingBar A30 first and then the CTP18. The
MeetingBar A30 and CTP18 must be on the same LAN or connected to the same Wi-Fi before pairing and completing
the setup.
You can power the CTP18 through PoE, as shown in the figure below.
After the deployment and connection are successful, please refer to Quick Setup to complete the setup wizard, and
refer to Quick Usage to learn about getting started quickly.
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https://support.yealink.com/en/portal/knowledge/show?id=6459d53b0a11b818a7542502
https://support.yealink.com/en/portal/knowledge/show?id=6459d53b0a11b818a754250b


Supported AccessoriesSupported Accessories
For more information, please refer to Teams Room Accessories Compatibility Lists.

FAQFAQ

Is the A10/A20/A30 unable to obtain the network, or is the network connection abnormal?Is the A10/A20/A30 unable to obtain the network, or is the network connection abnormal?

 NOTENOTE
If you only use one display, please connect to HDMI 1 port. The functions of the VC hub/phone port and the VC
Hub/ Internet port are different, and please pay attention to the connection method when using.

 NOTENOTE
Not included accessories requirements:

Display: Resolution of 1080p or higher and with an HDMI port.
PC: Equipped with HDMI or USB-C (support DP protocol) Port.
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https://support.yealink.com/en/portal/knowledge/show?id=6459d5670a11b818a7542dae
https://support.yealink.com/en/portal/knowledge/show?id=6489a5b56a27da76bd06e7b0


How do I connect VCM36-W with the MeetingBar A20/A30?How do I connect VCM36-W with the MeetingBar A20/A30?

How do I pair CPW90 with the MeetingBar A20/A30 Teams?How do I pair CPW90 with the MeetingBar A20/A30 Teams?

How do I connect VCM38 with the MeetingBar A20/A30?How do I connect VCM38 with the MeetingBar A20/A30?
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https://support.yealink.com/en/portal/knowledge/show?id=631008ac9b74dd53ff44ddcf
https://support.yealink.com/en/portal/knowledge/show?id=6161468331643f79e61e4346
https://support.yealink.com/en/portal/knowledge/show?id=619208756e151a2f6792dead
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