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Innovation doesn’t rest. It is a relentless pursuit to create unrivaled experiences. An ambition to inspire others 

with greatness. This unending quest has culminated in Samsung pushing the boundaries of innovation yet again. 

Based on a rich heritage of R&D and accumulated expertise, the potential of The Wall can now be fully realized. 

A display that transforms the existing concept of LED screen. A display that goes beyond anything else available 

in the market today. The Wall makes a bold, breathtaking statement like no other. The possibilities are endless. 

And its potential is limitless.
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LED Configuration Rendering
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LED Configuration Rendering
[ Indoor Model IW016A ]
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Screen Specification
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Model Name  IW016A

The Wall Display Requirements

Screen Configuration (WxH) 16 x 16

No. of Cabinets 256

No. of Spare Cabinets 18

Total No. of Cabinets 274

Display Wall Dimensions

Dimensions 12.902 X 7.257 m

Display Area 93.63 m²

Diagonal 582.78 inch

Weight 2867.2 kg

Optical Parameter

Resolution 7680 X 4320

Minimum No. of S-Boxes 
Cable

Cable-less

1

-

Power Requirements
Max 38400 Watts

Typical 20992 Watts

Power Kit VG-WR00PKIT
110V

220V

10

7

* Specifications are subject to change without notice.
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Product Specification
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Model Name  IW016A

Physical Parameter

Pixel Pitch 1.68mm

Diode Type Flip-chip RGB LED

Dimensions (mm, LxHxD, per cabinet) 806.4x453.6x36.5 mm

Dimensions (inch, inchxD, per cabinet) 36.4x1.4 inch

Weight (per cabinet/per m²) 11.2 kg / 30.6 kg

Optical Parameter

Brightness (Peak/Max) 1,400 nit / 1,000 nit

Contrast Ratio (Peak/Max) -

Viewing angle - Horizontal 170°

Viewing angle - Vertical 155°

Bit Depth 16 bit (Internal processing 20bit)

Color temperature - Adjustable 2,800K ~ 10,000K (using S-Box)

Electrical Parameter

Video Rate 100/120 Hz

Input Power Range 100~240 VAC, 50/60 Hz

Power consumption - Max 411 (W/m²) / 150 (W/Cabinet)

Power consumption - Typ 225 (W/m²) / 82 (W/Cabinet)

Heat generation - Max(BTU/SF) 1,400 (BTU/m²) / 512 (BTU/Cabinet)

Refresh rate 11,520 Hz

Operation Conditions

Working Temperature / Humidity 0°C~+40°C / 10%~80%RH

Storage Temperature / Humidity -20°C~+45°C / 5%~95%RH

IP Rating IP20

LED Lifetime 100,000 hours

Certification Safety 62368-1, 60950-1

Service Service Front

Package

Box Dimension (mm, LxHxD) 927 x 161 x 592 mm

Box Volume (m²) -

Package Weight (kg, per cabinet) 15.1 kg
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Cabinet Drawing
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Mechanical Drawing(Frame Kit)
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LED DISPLAY The Wall FRAME KIT 5X5
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Mechanical Drawing(Frame Kit)
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LED DISPLAY The Wall FRAME KIT 3X3

Frame Kits

Mount Framekit for IWA 5x5 8

Mount Framekit for IWA 4x4 0

Mount Framekit for IWA 3x3 12
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Mechanical Drawing(Frame Kit)
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5*5 Frame Kit 5*5 Frame Kit 5*5 Frame Kit 1*5 Frame Kit
Part of 5*5 Frame Kit

5*5 Frame Kit 5*5 Frame Kit 5*5 Frame Kit 1*5 Frame Kit
Part of 5*5 Frame Kit

3*3 Frame Kit 3*3 Frame Kit 3*3 Frame Kit 3*3 Frame Kit 3*3 Frame Kit 1*3 Frame Kit
Part of 3*3 Frame Kit

3*3 Frame Kit 3*3 Frame Kit 3*3 Frame Kit 3*3 Frame Kit 3*3 Frame Kit 1*3 Frame Kit
Part of 3*3 Frame Kit

12902.4

806.4

72
57

.6

45
3.

6

* This figures below is the cabinet length on mounted position

(mm)
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Power flow Diagram(110V)
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* The number of primary power cables doesn't pertain to the number of external circuits. The number of external circuits depends on
power consumption. For more detail, please contact your sales partner from Samsung Electronics.

Power Interconnect Cable

Power Cable Input/Output

Primary Cable Routing End Point

Primary Power Cable Input
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Power flow Diagram(220V)
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* The number of primary power cables doesn't pertain to the number of external circuits. The number of external circuits depends on
power consumption. For more detail, please contact your sales partner from Samsung Electronics.

Power Interconnect Cable

Power Cable Input/Output

Primary Cable Routing End Point

Primary Power Cable Input
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Ventilation Guide (A case Dynamic Peaking function is activated)
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(CFM)

Temperature FAN flow per a column Total FAN flow

15°C

20°C

25°C

30°C

0

0

0

225

No fan required

No fan required

No fan required

3600



www.samsung.com/displaysolutions

Ventilation Guide (A case Dynamic Peaking function is deactivated)
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(CFM)

Temperature FAN flow per a column Total FAN flow

15°C

20°C

25°C

30°C

0

0

0

170

No fan required

No fan required

No fan required

2720
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Production Information
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Production Information
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Production Information
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Production Information
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Production Information
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Production Information
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IW016A
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